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Ø 10 - 80 mm End Cap Mountings

On the end-face of each end cap there are four threaded holes 
for mounting the actuator. 

The hole layout is square, so that the mounting can be fitted to 
the bottom, top or either side, regardless of the position chosen 
for the air connection.

Material: 

Series OSP-P10 – P32:	 Galvanised steel.

Series OSP-P40 – P80:	 Anodized aluminium.

The mountings are supplied in pairs.

Series OSP-P10: Type A1 Series OSP-P16 to 32: Type A1

Series OSP-P40 to 80: Type C1

Dimensions [mm]

For series	 E	 ØU	 AB	 AC	 AD	 AE	 AF	 CL	 DG	                   Order-No. (*
										          Type A1 	 Type C1

OSP-P10	 -	 3.6	 12	 10	 14	 20.2	 11	 1.6	 18.4	 0 240FIL	 –

OSP-P16	 18	 3.6	 18	 10	 14	 12.5	 15	 1.6	 26	 20408FIL	 –

OSP-P25	 27	 5.8	 27	 16	 22	 18	 22	 2.5	 39	 2010FIL	 –

OSP-P32	 36	 6.6	 36	 18	 26	 20	 30	 3	 50	 3010FIL	 –

OSP-P40	 54	 9	 30	 12.5	 24	 24	 38	 –	 68	 –	 4010FIL

OSP-P50	 70	 9	 40	 12.5	 24	 30	 48	 –	 86	 –	 5010FIL

OSP-P63	 78	 11	 48	 15	 30	 40	 57	 –	 104	 –	 6010FIL

OSP-P80	 96	 14	 60	 17.5	 35	 50	 72	 –	 130	 –	 8010FIL

(*= Pair

For rodless pneumatic cylinder OSP-P overview see page 5
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Ø 10 - 80 mm Mid Section Support

Note on Types E1 and D1 

(P16 – P80): 

The mid-section support can also be mounted on the 
underside of the actuator, in which case its distance from 
the centre of the actuator is different.

Stainless steel version on request.

Series OSP-P10: Type E1
(Mounting from above / below using a cap screw)

Series OSP-P16 to 80: Type E1
(Mounting from above / below using a cap screw)

Series OSP-P16 to 80: Type D1
(Mounting from below with 2 screws)

Dimensions [mm]

For series	 R	 U	 UU	 AF	 DF	 DH	 DK	DM	DN	 DO	DP	 DQ	 DR	 DS	 DT	 EF	 EM	 EN	 EQ		  Order No.

																				                    Type E1			  Type D1

OSP-P16	 M3	 3.4	 6	 15	 20	 29.2	 24	 32	 36.4	 18	 30	 27	 6	 3.4	 6.5	 32	 20	 36.4	 27	 20435FIL		  20434FIL

OSP-P25	 M5	 5.5	 10	 22	 27	 38	 26	 40	 47.5	 36	 50	 34.5	 8	 5.7	 10	 41.5	 28.5	 49	 36	 20009FIL		  20008FIL

OSP-P32	 M5	 5.5	 10	 30	 33	 46	 27	 46	 54.5	 36	 50	 40.5	 10	 5.7	 10	 48.5	 35.5	 57	 43	 20158FIL		  20157FIL

OSP-P40	 M6	 7	 –	 38	 35	 61	 34	 53	 60	 45	 60	 45	 10	 –	 11	 56	 38	 63	 48	 20028FIL		  20027FIL

OSP-P50	 M6	 7	 –	 48	 40	 71	 34	 59	 67	 45	 60	 52	 10	 –	 11	 64	 45	 72	 57	 20163FIL		  20162FIL

OSP-P63	 M8	 9	 –	 57	 47.5	 91	 44	 73	 83	 45	 65	 63	 12	 –	 16	 79	 53.5	 89	 69	 20452FIL		  20451FIL

OSP-P80	 M10	11	 –	 72	 60	 111.5	 63	 97	 112	 55	 80	 81	 15	 –	 25	 103	 66	 118	 87	 20482FIL		  20480FIL

For rodless pneumatic cylinder OSP-P overview see page 5

Dimensions [mm] - Series OSP-P10

For series	 U	 AF	 AH	 AJ	 AK	 AN	                    Order No.
							       Type E1	 Type D1

OSP-P10	 3.6	 11	 25.4	 33.4	 3.5	 12	 0250FIL	 -
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Mountings for Linear Drives fitted with
OSP-Guides

Mounting
Type

Type Type - OSP Guides

SLIDELINE
PROLINE

MULTIBRAKE
POWERSLIDE

16 1) 25 32 40 50 63 1) 80 1) 16/
25

25/
25

25/
35

25/
44

32/
35

32/
44

40/
44

40/
60

50/
60

50/
76

End cap mounting Type A1 X X

Type A2 O O O

Type A3 O O O

End cap mounting
reinforced

Type B1 X X X X X X X

Type B3 O

Type B4 O O

Type B5

End cap mounting Type C1 X X X X X X X X

Type C2 O O

Type C3 O O O O

Type C4 O O

Mid section support,
small
Mid section support,
wide

Type D1 X X X X X X X X X X X X X X X X X

Type E1 X X X X X X X X X X X X X X X X X

Type E2 O O O O O

Type E3 O O O O O O O O

Type E4 O O O O

Type E5

X	 = 	 carriage mounted in top	
		  (12 o'clock position)

O	 = 	 carriage mounted in lateral	
		  (3 or 9 o'clock position)

	 = 	 available components

1)	 = 	 not available for all sizes

Note:
For mountings and mid-section supports for linear drives with 
recirculating ball bearing guide STARLINE, for recirculating ball 
bearing guide KF, see page 98 to 103.

Overview
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For series				    E	 ØU	 AB	 AC	 AD	 CL	 DG

OSP-P16	 			   18	 3.6	 18	 10	 14	 1.6	 26

OSP-P25				    27	 5.8	 27	 16	 22	 2.5	 39

OSP-P32	 			   36	 6.6	 36	 18	 26	 3	 50

OSP-P40	 			   54	 9	 30	 12.5	 24	 -	 68

OSP-P50	 		  	 70	 9	 40	 12.5	 24	 -	 86

OSP-P63	 			   78	 11	 48	 15	 30	 -	 104

OSP-P80	 			   96	 14	 60	 17.5	 35	 -	 130

* see mounting instructions on page 95

Type A1

Type A2

Type A3

Type B1

Type B3

Type B4

Type B5

Type C1

Type C2

Type C3

Type C4

End Cap Mountings *

Four internal screw threads are located in the end faces of all 
OSP actuators for mounting the drive unit. End cap mountings 
may be secured across any two adjacent screws.

Material: 

Series OSP-16, 25, 32:	 Galvanised steel.

Series OSP-40,50, 63, 80:	 Anodized aluminium.

The mountings are supplied in pairs.

Series OSP-P16, 25, 32: Type A Series OSP-P16, 25, 32: Type B

Series OSP-P40, 50, 63, 80: Type C

Dimensions [mm]

Dimensions [mm]
Dimensions AE and AF (Dependant on the mounting type)

Mount.	Dimensions 				    Dimensions
type	 AE for size					     AF for size
	 16	 25 	 32 	 40 	 50	 63	 80	 16	 25 	 32 	 40 	 50	 63	 80

A1	 12.5	 18	 20	 –	 –	 –	 –	 15	 22	 30	 –	 –	 –	 –

A2	 27.5	 33	 34	 –	 –	 –	 –	 30	 37	 44	 –	 –	 –	 –

A3	 –	 45	 42	 –	 –	 –	 –	 –	 49	 52	 –	 –	 –	 –

B1	 –	 42	 55	 –	 –	 –	 –	 –	 22	 30	 –	 –	 –	 –

B3	 55	 –	 –	 –	 –	 –	 –	 42	 –	 –	 –	 –	 –	 –

B4	 –	 80	 85	 –	 –	 –	 –	 –	 60	 60	 –	 –	 –	 –

B5	 –	 –	 90	 –	 –	 –	 –	 –	 –	 65	 –	 –	 –	 –

C1	 –	 –	 –	 24	 30	 40	 50	 –	 –	 –	 38	 48	 57	 72

C2	 –	 –	 –	 37	 39	 –	 –	 –	 –	 –	 51	 57	 –	 –

C3	 –	 –	 –	 46	 54	 76	 88	 –	 –	 –	 60	 72	 93	 110

C4	 –	 –	 –	 56	 77	 –	 –	 –	 –	 –	 70	 95	 –	 –
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Mounting type							      Order No.
(versions)				         		          size
		 16	  25 	 32 	 40 		  50		  63		  80	
A1 *)	 20408FIL	 2010FIL	 3010FIL	 –		  –		  –		  –
A2 *)	 20464FIL	 2040FIL	 3040FIL	 –		  –		  –		  –
A3 *)	 –	 2060FIL	 3060FIL	 –		  –		  –		  –
B1 *)	 –	 20311FIL	 20313FIL	 –		  –		  –		  –
B3 *)	 20465FIL	 –	 –		 –		  –		  –		  –
B4 *)	 –	 20312FIL	 20314FIL	 –		  –		  –		  –
B5 *)	 –	 –	 20976FIL	 –		  –		  –		  –
C1 *)	 –	 –	 –		 4010FIL	 5010FIL	 6010FIL	 8010FIL
C2 *)	 –	 –	 –		 20338FIL	 20349FIL	 –		  –
C3 *)	 –	 –	 –		 20339FIL	 20350FIL	 20821FIL	 20822FIL
C4 *)	 –	 –	 –		 20340FIL	 20351FIL	 –		  –
D1	 20434FIL	 20008FIL	 20157FIL	 20027FIL	 20162FIL	 20451FIL	 20480FIL
E1	 20435FIL	 20009FIL	 20158FIL	 20028FIL	 20163FIL	 20452FIL	 20482FIL
E2	 20436FIL	 20352FIL	 20355FIL	 20358FIL	 20361FIL	 –		  –
E3	 20437FIL	 20353FIL	 20356FIL	 20359FIL	 20362FIL	 20453FIL	 20819FIL
E4	 –	 20354FIL	 20357FIL	 20360FIL	 20363FIL	 –		  –
E5	 –	 –	 20977FIL	 –		  –		  –		  –

Type E1

Type E2

Type E3

Type E4

Type E5

Mid Section Support

Information regarding type E1 and D1:

Mounting of the mid section supports is also possible on 
the lower side of the drive. In this case, please note the new 
centre line dimensions.

Stainless steel version on request.

Series OSP-P16 to 80: Type E
(Mounting from above / below using a cap screw)

Series OSP-P16 to 80: Type D1
(Mounting from below with thread screw)

Dimensions [mm]
For series	 R	 U	 UU	 DE	 DF	 DH	 DK	 DM	 DN	 DO	 DP	 DQ	 DS	 DT	 EF	 EM	 EN	 EQ
OSP-P16	 M3	 3.4	 6	 14.2	 20	 29.2	 24	 32	 36.4	 18	 30	 27	 3.4	 6.5	 32	 20	 36.4	 27
OSP-P25 	 M5	 5.5	 10	 16	 27	 38	 26	 40	 47.5	 36	 50	 34.5	 5.7	 10	 41.5	 28.5	 49	 36
OSP-P32	 M5	 5.5	 10	 16	 33	 46	 27	 46	 54.5	 36	 50	 40.5	 5.7	 10	 48.5	 35.5	 57	 43
OSP-P40	 M6	 7	 –	 23	 35	 61	 34	 53	 60	 45	 60	 45	 –	 11	 56	 38	 63	 48
OSP-P50	 M6	 7	 –	 23	 40	 71	 34	 59	 67	 45	 60	 52	 –	 11	 64	 45	 72	 57
OSP-P63	 M8	 9	 –	 34	 47.5	 91	 44	 73	 83	 45	 65	 63	 –	 16	 79	 53.5	 89	 69
OSP-P80	 M10	 11	 –	 39.5	 60	 111.5	 63	 97	 112	 55	 80	 81	 –	 25	 103	 66	 118	 87

Dimensions [mm]
Dimensions AF and DR (Dependant on the mounting type)

Mount.	Dimensions 				    Dimensions
type	 DR for size					     AF for size
	 16	 25 	 32 	 40 	 50	 63	 80	 16	 25 	 32 	 40 	 50	 63	 80

D1	 –	 –	 –	 –	 –	 –	 –	 15	 22	 30	 38	 48	 57	 72
E1	 6	 8	 10	 10	 10	 12	 15	 15	 22	 30	 38	 48	 57	 72
E2	 21	 23	 24	 23	 19	 –	 –	 30	 37	 44	 51	 57	 –	 –
E3	 33	 35	 32	 32	 34	 48	 53	 42	 49	 52	 60	 72	 93	 110
E4	 –	 46	 40	 42	 57	 –	 –	 –	 60	 60	 70	 95	 –	 –
E5	 –	 –	 45	 –	 –	 –	 –	 –	 –	 65	 –	 –	 –	 –

Ordering information for mountings Type A – Type B – Type C – Type D – Type E (* Pair
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Series	 ØU	 AB	 AC	 AD	 AE	 AF	 DG	 DS	 FT	 ØUU	 Order No.

HP25	 5.5	 32.5	 13	 19	 20	 21	 44	 2	 75.5	 10	 21107FIL

HP32	 6.6	 38	 17	 24	 24	 27	 52	 3	 87.5	 11	 21108FIL

HP40	 6.6	 45	 17.5	 24	 24	 35	 68	 2	 104.5	 11	 21109FIL

HP50	 9	 65	 25	 35	 35	 48	 86	 6	 138.5	 15	 21110FIL

Note:
Correspond to FESTO DGPL-KF, 
when the End Cap Mountings HP are mounted on the opposite 	
side to the carriage (see drawing)

Ø 25 - 50 mm End Cap Mounting
correspond to FESTO dimensions HP25 – 50 

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P KF

On the end-face of each end cap there are four threaded holes 
for mounting the actuator. 

Material: 

Series OSP-P KF25 – 50:	Anodized aluminium.

The mountings are supplied in pairs.

Series OSP-P KF25 to KF50: Type HP  (Correspond to  FESTO dimensions)

Dimensions [mm]
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Series	 ØU	 AF	 DH	 DK	 DM	 DN	 DO	 DP	 DQ	 DR	 DS	 FT	 Order No.

MUP25	 5.5	 21	 36.9	 –	 29	 –	 –	 65	 36	 14.5	 15	 75.5	 21119FIL

MUP32	 6.6	 27	 42.9	 –	 35	 –	 22	 95	 43	 20.5	 35	 87.5	 21120FIL

MUP40	 6.6	 35	 58	 –	 40	 –	 22	 95	 48	 28.5	 35	 104.5	 21121FIL

MUP50	 11	 48	 71	 34	 58	 72	 26	 105	 57	 10	 45	 138.5	 21122FIL

Note:
Correspond to FESTO DGPL-KF, 
when the Mid-Section Support MUP are 
mounted on the 90° side to the carriage 
(see drawings).

Series OSP-P KF25: Type MUP
(Mounting over through holes)

Series OSP-P KF32 to KF40: Type MUP
(Mounting over through holes)

Series OSP-P KF50: Type MUP
(Mounting over through holes)

Dimensions [mm]

Ø 25 - 50 mm Mid Section Support
correspond to FESTO dimensions MUP25 – 50 

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P KF
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Installation: 

Side carrier
Piston below

For series		  E	 ØU	 AB	 AC	 AD	 AE 	AF 	 CL	 DG	 Order	
											           	 Code	
												            (pair)

OSP-P STL16	 B1	 18	 3.6	 18	 10	 14	 28	 15	 2	 26	 21135FIL

OSP-P KF16	 B2	 18	 3.6	 18	 10	 14	 43	 30	 17	 26	 21136FIL

		  B3	 18	 3.6	 18	 10	 14	 55	 42	 29	 26	 21137FIL

OSP-P STL25	 B1	 27	 5.8	 27	 16	 22	 42	 22	 2.5	 39	 20311FIL

OSP-P KF25	 B2	 27	 5.8	 27	 16	 22	 57	 37	 17.5	 39	 21138FIL

		  B3	 27	 5.8	 27	 16	 22	 69	 49	 29.5	 39	 21139FIL

OSP-P STL32	 B1	 36	 6.6	 36	 18	 26	 55	 30	 3	 50	 20313FIL

OSP-P KF32	 B2	 36	 6.6	 36	 18	 26	 69	 44	 17	 50	 21140FIL

		  B5	 36	 6.6	 36	 18	 26	 90	 65	 9	 50	 21141FIL

Installation: 

Top carrier
Side piston

Type B1 Type B3 – Ø 16
Type B3 – Ø 25
Type B5 – Ø 32

Installation: 

Side carrier
Top piston

Type B2

Drawing showes: Mounting with Guide Type STL

Ø 16 - 32 mm End Cap Mounting

Type : B

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P STL
• Series OSP-P KF

Material: 

Galvanized steel

Anodized aluminium.

The mountings are supplied in pairs.

Series OSP-P STL16, STL25, STL32 : Type B1
Series OSP-P KF16, KF25, KF32 : Type B1

Dimensions [mm] for End Cap Mounting Type: B1 to B5

Series OSP-P STL16, STL25, STL32: Type B3 (Ø 32:B5)
Series OSP-P KF16, KF25, KF32: Type B3 (Ø 32:B5)

Series OSP-P STL16, STL25, STL32: Type B2
Series OSP-P KF16, KF25, KF32: Type B2

Drawing showes: Mounting with Guide Type STL

Drawing showes: Mounting with Guide Type STL
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Type C1
Type C4 – Ø 40
Type C3 – Ø 50

Type C2

Installation: 

Side carrier
Piston below

Installation: 

Top carrier
Side piston

Installation: 

Side carrier
Top piston

Drawing showes: Mounting with Guide Type STL

Ø 40 - 50 mm End Cap Mounting

Type : C

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P STL
• Series OSP-P KF

Material: 

Anodized aluminium.

The mountings are supplied in pairs.

Series OSP-P STL40, STL50: Type C1
Series OSP-P KF40, KF50: Type C1

Dimensions [mm] for End Cap Mounting Type: C1 to C4

Series OSP-P STL40, STL50: Type C4 (Ø 50: C3)
Series OSP-P KF40, KF50: Type C4 (Ø 50: C3)

Series OSP-P STL40, STL50: Type C2
Series OSP-P KF40, KF50: Type C2

Drawing showes: Mounting with Guide Type STL

Drawing showes: Mounting with Guide Type STL

For series		  E	 ØU	 AB	 AC	 AD	 AE 	 AF 	 DG	 Order 	
										          code 	
										          (pair)

OSP-P STL40	 C1	 54	 9	 30	 12.5	 24	 24	 38	 68	 4010FIL

OSP-P KF40	 C2	 54	 9	 30	 12.5	 24	 37	 51	 68	 20338FIL

	 C4	 54	 9	 30	 12.5	 24	 56	 70	 68	 20340FIL

OSP-P STL50	 C1	 70	 9	 40	 12.5	 24	 30	 48	 86	 5010FIL

OSP-P KF50	 C2	 70	 9	 40	 12.5	 24	 39	 57	 86	 20349FIL

	 C3	 70	 9	 40	 12.5	 24	 54	 72	 86	 20350FIL
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Type E1ST

Mountings from below with 2 screws

Mounting from above / below using a cap screw

Series OSP-P STL16 to STL50: Type D1ST
Series OSP-P KF16 to KF50: Type D1ST

Series OSP-P STL16 to STL50: Type E1ST
Series OSP-P KF16 to KF50: Type E1ST

Dimensions [mm]

Ø 16 - 50 mm Mid Section Support

Type : D1ST

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P STL
• Series OSP-P KF

Note on Types D1ST
The mid-section support can also be mounted on the underside 
of the actuator, in which case its distance from the centre of the 
actuator is different..

Ø 16 - 50 mm Mid Section Support

Type : E1ST and E5ST

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P STL
• Series OSP-P KF

Drawing showes: Mounting with Guide Type STL

Installation: 

Top carrier
Side position

Drawing showes: Mounting with Guide Type STL

For series 	 Mounting	 R	 AF	 DE	 DH	 DL	 DO
OSP-P ..	 Type

STL/KF16	 D1ST	 M3	 15	 14.2	 29.2	 14.6	 18
STL/KF25	 D1ST	 M5	 22	 16	 38	 13	 36
STL/KF32	 D1ST	 M5	 30	 16	 46	 13	 36
STL/KF40	 D1ST	 M6	 38	 23	 61	 19	 45
STL/KF50	 D1ST	 M6	 48	 23	 71	 19	 45

For series 	 Mounting	 DP	 DT	 EM	 EQ	 Order No.
OSP-P ..	 Type

STL/KF16	 D1ST	 30	 6.5	 20	 27	 21125FIL
STL/KF25	 D1ST	 50	 10	 28.5	 36	 21126FIL
STL/KF32	 D1ST	 60	 10	 35.5	 43	 21127FIL
STL/KF40	 D1ST	 60	 11	 38	 48	 21128FIL
STL/KF50	 D1ST	 60	 11	 45	 57	 21129FIL

Order example: Type D1ST16 	 Order No. 21125FIL
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For series 	 Mounting	 ØU	 ØUU	 AF 	 DE	 DH	 DK	 DM	 DN	 DO	 DP	 DR   	DQ	 DS	 EF  	 EN	 EQ 	 Order No.		
OSP-P ..	 Type																	               

STL/KF16	 E1ST	 3.4	 6	 15	 14.2	 29.2	 24	 32	 36.4	 18	 30	 6	 27	 3.4	 32	 36.4	 27	 21130FIL

STL/KF16	 E2ST	 3.4	 6	 30	 14.2	 29.2	 24	 32	 36.4	 18	 30	 21	 27	 3.4	 32	 36.4	 27	 21142FIL

STL/KF25	 E1ST	 5.5	 10	 22	 16	 38	 26	 40	 47.5	 36	 50	 8	 34.5	 5.7	 41.5	 49	 36	 21131FIL

STL/KF25	 E2ST	 5.5	 10	 37	 16	 38	 26	 40	 47.5	 36	 50	 23	 34.5	 5.7	 41.5	 49	 36	 21143FIL

STL/KF25	 E3ST	 5.5	 10	 49	 16	 38	 26	 40	 47.5	 36	 50	 35	 34.5	 5.7	 41.5	 49	 36	 21148FIL

STL/KF32	 E1ST	 5.5	 10	 30	 16	 46	 27	 46	 54.5	 36	 60	 10	 40.5	 5.7	 48.5	 57	 43	 21132FIL

STL/KF32	 E2ST	 5.5	 10	 44	 16	 46	 27	 46	 54.5	 36	 60	 24	 40.5	 5.7	 48.5	 57	 43	 21144FIL

STL/KF32	 E5ST	 5.5	 10	 65	 16	 46	 27	 46	 54.5	 36	 60	 45	 40.5	 5.7	 48.5	 57	 43	 21151FIL

STL/KF40	 E1ST	 7	 -	 38	 23	 61	 34	 53	 60	 45	 60	 10	 45	 -	 56	 63	 48	 21133FIL

STL/KF40	 E2ST	 7	 -	 51	 23	 61	 34	 53	 60	 45	 60	 23	 45	 -	 56	 63	 48	 21145FIL

STL/KF40	 E4ST	 7	 -	 70	 23	 61	 34	 53	 60	 45	 60	 42	 45	 -	 56	 63	 48	 21150FIL

STL/KF50	 E1ST	 7	 -	 48	 23	 71	 34	 59	 67	 45	 60	 10	 52	 -	 64	 72	 57	 21134FIL

STL/KF50	 E2ST	 7	 -	 57	 23	 71	 34	 59	 67	 45	 60	 19	 52	 -	 64	 72	 57	 21146FIL

STL/KF50	 E3ST	 7	 -	 72	 23	 71	 34	 59	 67	 45	 60	 34	 52	 -	 64	 72	 57	 21149FIL

Order example: Type E1ST16 		  Order No. 21130FIL

Type E3ST – Ø25
Type E5ST – Ø32
Type E4ST – Ø40
Type E3ST – Ø50 

Type E2ST

Mounting from above / below 
using a cap screw

Mounting from above / below 
using a cap screw

Series OSP-P STL25 to STL50: Type E3ST, E4ST, E5ST
Series OSP-P STL25 to STL50: Type E3ST, E4ST, E5ST

Dimensions [mm] for Mid-Section Support E1ST to E5ST

Mid Section Support

Type : E1ST to E5ST

for Linear Drives with Recirculating Ball Bearing Guide

• Series OSP-P STL
• Series OSP-P KF

Installation: 

Side carrier
Piston below

Drawing showes: Mounting with Guide Type STL Drawing showes: Mounting with Guide Type STL

Installation: 

Side carrier
Top piston

Series OSP-P STL16 to STL50: Type E2ST
Series OSP-P KF16 to KFL50: Type E2ST




