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OSP-P Modular Pneumatic Linear Drive Systems Linear Drive Accessories

For series	 C	 J	 LA	 LB	 LC	 LD	 LE	 LF	 LG	 LH	                          Order No.	
											           Standard	 Stainless

OSP-P25	  41	 117	 52	 86	 10	 41	 M5	 100	 70	 85	 20153FIL	 20194FIL

OSP-P32	 52	 152	 64	 101	 12	 50	 M6	 130	 80	 100	 20290FIL	 20291FIL

OSP-P40	 69	 152	 74	 111	 12	 56	 M6	 130	 90	 110	 20156FIL	 20276FIL

OSP-P50	 87	 200	 88	 125	 12	 61	 M6	 180	 100	 124	 20292FIL	 20293FIL

air supply air supply

air supply air supply

Ø 25 - 50 mm Duplex Connection

For connection of cylinders of the Series OSP-P

The duplex connection combines two OSP-P cylinders of the 
same size into a compact unit with high performance.

Features
•	 increased load and torque capacity
•	 higher driving forces

Included in delivery:
2	  clamping profiles with screws 
1	  mounting plate with fixings

Dimensions [mm]

For rodless pneumatic cylinder OSP-P overwiew 
see page 5

Note: 
Order instructions in combination with basic cylinder 
see page 25, pos. 20




